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B CAT 6a Netzwerkkabel; Flachkabel CAT 6a Network cable; flat cable
PIN Belegung / PIN wiring —
g;gg - Anschllsse 2x RJ45-Stecker - Connectors 2x RJ45 plug
- Kontakte 8P8C (3u vergoldet) - Contacts 8P8C (3u gold-plated) |G
1B - Standard CAT 6a (500 MHz) - Standard CAT 6a (500 MHz)
——
2 = — 2 - Impedanz 100 Q - Impedance 100 Q
4 ] 4 - Schirmung U/UTP (ungeschirmt) - Shielding U/UTP (unshielded)
S fo ¢ - Innenleiter 4 x 2 x AWG 30/7 OFC - Inner conductor 4 x 2 x AWG 30/7 OFC
TE—-7 - Isolierung PVC - Insulation PVC H
—O——— i
8 8 - (1) AuRendurchmesser 6 mm x 1.5 mm - (1) Outer diameter 6 mmx 1.5 mm
- RoHS-konform - RoHS compliant _—
Anderungen Datum Name Bezeichnung Blatt
Datum Name gez.: | 12.11.2014 tf CAT FLAT 6a U/UTP o@bay’
gepr.;| 12.11.2014 tf
Normj Zeichnungs-Nr.: von

Anderungen vorbehalten / Subject to change
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