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SPECIFICATION:

1.  ELECTRICAL

1.1  Current Rating:

Signal(Pin1,2,3,4,5):1.0A

Power(Pin1,5):1.8A ,Other:0.5A

1.2  Voltage Rating:  250V max

1.3  Contact Resistance:  40mΩ max

1.4  Insulation Resistance:  1000MΩ

1.5  Dielectric Withstanding Voltage:  100VAC

2. MECHANICAL

2.1  Durability:  10,000 Cycle

2.2  Insertion Force:  35N max.

2.3  Extraction Force:  8~20N max.

3. ENVIRONMENTAL

3.1  Operating temperature range:  -25°C~+85°C

3.2  Storage temperature range:  -20°C~+85°C

3.3  Wasterproof Level: IPX7

4. SOLDER ABILITY

4.1  Recommended IR Reflow Temperature:

260°C +0/-5°C
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NO. PART NAME DESCRIPTION

1 HOUSING LCP, UL94V-0, Black

gold, Solder tail: gold flash2 CONTACT

3 SHELL
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2 REVISED FRAME, ADD  SPEC. ITEM 3.3
Fros 2015/10/26

HOLDDOWN

O-RING

Stainless steel SUS301, Matte Tin plating

Brass C2680, Matte Tin plating

Silicon

4

5

Phosphor Bronze C5191, Contact area: 10u"
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