Specifications
. 30,5 +1 . Nominal Voltage [V] 2.4
Typical capacity [mAh] 2500
- According to
Size [mm] the drawing
A Y Weight [g] 70+5
A Typical charge [mA] 250
o .
+ Rapid charge [mA] 2500 (temp.20°C)
- Maximum continuous discharge
L A 500
i current [mA]
H Discharge cut-off voltage [V] 2
, . o o charge Typical 0°C do 45°C
Tasma powinna zachodzic na gére ogniwa p
Discharge : o .
temperature Continous -5°Cdo 65°C
Storage temperature  |Recommended |-20°C do 25°C
B
!
pellevxa A
‘;l BA. TERIES
™ CL AATHTZ.4V/IP
< - . X | NEMH nominal voltage 2.4V ’
Miejsce montazu koszulki poz. nr 5 - nominal capacity 2500 mah "™ &
WARNING: nominal energy 6Wh
\ Do not throw or hit. Do nat heat or burn. Do not shortcircuit.
Do not disassembly. Do not Immerse in liquids
Comply with the operating conditions.
Charge from 0 deg. C to 45 deg. C 1247A12920150002
h\schame temperature -5 deg. C to 65 deg C "_
C __ 45 _
g 7 Etykieta Srebrny 45mm 25mm 1 19379
H
g 6 Taséma tekstylna 10mm Czarny, L=50mm 1 19015
g 5 Koszulka RC Czarny 4,8mm, L=18mm 2 13974
E 4 Folia 65,00mm 0,10mm Czarny L=36 1 11366
§ 3 Hil 0,15 5mm, L=24 2 12413
% 2 Hil 0,15 5mm, L=20 1 12413
% 1 BH-AA2500HT 1,20V 2,50Ah cyli 2 1985
g Nr czesci/ ani DomyslIna/llos¢/ | Nr IMPULS/ normy/oznaczenia / ’ : p
3 Position Nazwa czesci/ Name Quantity Number IMPULS/Description Materiat/ Material Uwagi/ Comments
E Material/ Materiat: Scale/ Skala: 1:1 | Format/ Format arkusza: A4 = Weight/ Masa: Sheet/ Arkusz: | Version/ Wersja: 1
% Finishing/ Wykoncznie : Date/ Data: Revision/ Rewizja: A
S
% D Designed by/ Konstruowat: g @
g Checked by/ Sprawdzit: ndex WT:
3
§ Approved by/ Zatwierdzit:
% Update/ Aktualizowat: Update/ Data aktualizacji: Dat?a?lfv ;Tg*ear:;ma"on/ Product reference/ Nazwa: Docum. number/ Nr rysunku:
g 2016-09-28 = 2014-00-00 1247.00.00.1A
E 1 2 3 4 5 6
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