
 
 
 
 
 

GNL-5013xx   
( 5mm ROUND TYPE) 
Ultra Brightness  

 
ABSOLUTE  MAXIMUM  RATING:(Ta=25 ) 

Parameter   

 

 

 

 

 

 

Solder  Dip 

(5 seconds,1.6mm from body ) Temperature  
  

 

 

 

 GNL-5013SRT GaAlAs Super Red Red Transparent 660 1.9 250 400 

 GNL-5013SRC GaAlAs Super Red Water Clear 660 1.9 250 400 

 GNL-5013LRC GaAlAs Super Red Water Clear 660 1.9 400 500 

 

 GNL-5013URC GaAlAs Super Red Water Clear 660 1.9 600 800 

 GNL-5013UEC AlGaInP Super Orange Red Water Clear 625 2.0 1200 1500
 GNL-5013GC GaP Green Water Clear 565 2.0 40 50 
 GNL-5013UGC AlGaInP Yellow Green Water Clear 572 2.0 600 800 
 GNL-5013YC GaAsP Yellow Water Clear 588 2.0 40 50 
 GNL-5013UYC AlGaInP Super Yellow Water Clear 590 2.0 1200 1500
 GNL-5013BC InGaN Super Blue Water Clear 470 3.5 1000 1500
 GNL-5013UBC InGaN Ultra Super Blue Water Clear 470 3.5 1500 2000
 GNL-5013BGC InGaN Super Bluish Green Water Clear 505 3.5 4000 5000
 GNL-5013PGC InGaN Super Pure Green Water Clear 525 3.5 5000 7000
 GNL-5013VC InGaN Super Violet Water Clear 400 3.5 50 90 

 GNL-5013UEC-1 AlGaInP Super Orange Red Water Clear 625 2.0 1000 1200
 GNL-5013UYC-1 AlGaInP Super Yellow Water Clear 590 2.0 1000 1200
 GNL-5013PGC-1 InGaN Super Pure Green Water Clear 525 3.5 4000 5000

Lighting
LED TECHNOLOGY

G-NOR OPTOELECTRONICS Co.,Ltd.

GNL-5013LGC GaAlAs Super Red Water Clear 560 1.9 250 400 

 

 

 GNL-5013PVC InGaN Super Violet Water Clear 3.5 2500 4000

GNL-5013UVC InGaN Super Violet Water Clear 400 3.5 150 300
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GNL-5013UEC-50 AlGaInP Super Orange Red Water Clear 625 2.0 1500 2000 

GNL-5013UYC-50 AlGaInP Super Red Water Clear 590 2.0 2000 3000

GNL-5013UBC-50 InGaN Super Blue Water Clear 470 3.5 2500 3000 

GNL-5013BGC-50 InGaN Super Bluish Green Water Clear 505 3.5 3000 5000

GNL-5013PGC-50 InGaN Super Pure Green Water Clear 505 3.5 5000 7000 
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